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Innovative, Rugged & Labor Saving Attachments

The Arena-Vator III is a highly versatile tool designed for a variety of arena surfaces. The AV-3 is designed 
to renovate and condition horse arenas and tracks in a single pass. It produces a firm, yet giving surface 
that provides the securest footing for your horses. Available in 4', 5', 6', 7', 8', 10', & 12' sizes. The standard 
unit is equipped with two rows of S-tine shanks with reversible points which loosen and cultivate the soil, an 
adjustable pipe leveler for leveling the soil, and a 12" diameter pipe roller to gauge  the depth and pack the 
soil to provide a uniform finish. The main frame is designed to accept scarifier shanks that breaks up hard 
ground and can be equipped with a number of accessories to meet individual arena requirements.
Versatile Optional Equipment Includes:  Scarifier Shanks, Mesh Roller for 4'-8' sizes, Gauge Wheels 
& Pull Hitch for 4'-5' sizes (converts 3-point to pull type). 
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Innovative Products Designed to Save Time & Labor

AV3 SERIES
FEATURES: 

 l Adjustable 12" rear pipe roller
 l 4" diameter adjustable leveling bar
 l Two rows heavy duty S-tines with reversible points
 l Frame designed to accept scarifier shank kits

MODELS WORKING
WIDTH NO. OF SHANKS SHANK SIZE SHANK

CLEARANCE HITCH HP 
REQUIRED WEIGHT

AV3-4M 4' 11 1-1/4" x 3/8" x 22" 16" Cat. 1 18 to 32 370
AV3-5M 5' 13 1-1/4" x 3/8" x 22" 16" Cat. 1 20 to 32 460
AV2-6M 6' 15 1-1/4" x 3/8" x 22" 16" Cat. 1 25 to 39 530
AV2-7M 7' 17 1-1/4" x 3/8" x 22" 16" Cat. 1 30 to 47 640
AV2-8M 8' 19 1-1/4" x 3/8" x 22" 16" Cat. 1 & 2 35 to 53 725

Optional Equipment: Scarifier Shank Kit, Gauge Wheels, Pull-Type Hitch
 

A T T A C H M E N T S

FEATURES:  
 l Adjustable 12" rear mesh roller
 l 4" diameter adjustable leveling bar
 l Two rows heavy duty S-tines
 l Frame designed to accept scarifier shank kits

AV3-M SERIES

MODELS WORKING
WIDTH NO. OF SHANKS SHANK SIZE SHANK

CLEARANCE HITCH HP 
REQUIRED WEIGHT

AV3-4 4' 11 1-1/4" x 3/8" x 22" 16" Cat.1 18 to 32 400
AV3-5 5' 13 1-1/4" x 3/8" x 22" 16" Cat.1 20 to 32 480
AV3-6 6' 15 1-1/4" x 3/8" x 22" 16" Cat.1 25 to 39 550
AV3-7 7' 17 1-1/4" x 3/8" x 22" 16" Cat.1 30 to 47 660
AV3-8 8' 19 1-1/4" x 3/8" x 22" 16" Cat.1 & 2 35 to 53 745

AV3-10 10' 23 1-1/4" x 3/8" x 22" 16" Cat.1 & 2 40 to 60 930
AV3-12 12' 27 1-1/4" x 3/8" x 22" 16" Cat.1 & 2 50 to 70 1120

Optional Equipment: Scarifier Shank Kit, Gauge Wheels, Pull-Type Hitch

AV3 with optional Pull-Type 
Hitch, AV3-4 & AV3-5 AV3 with optional Scarifier Shanks
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