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BLANKET HARROWS

BLANKET HARROWS DRAWBARS

MODELS WORKING
WIDTH

WORKING 
DEPTH

TOOTH 
SIZE WEIGHT MODELS DRAW BAR SIZE WEIGHT

3044 4' 4' 1/2" x 4" 64 3004 4' 26
3048 4' 8' 1/2" x 4" 128 3005 5' 30
3054 5' 4' 1/2" x 4" 77 3006 6' 36
3064 6' 4' 1/2" x 4" 102 3008 8' 50
3065 6' 5' 1/2" x 4" 128 3010 10' 60
3066 6' 6' 1/2" x 4" 154 3012 12' 70
3068 6' 8' 1/2" x 4" 204 3041 Adaptor Kit makes 24' Drawbar 3
3084 8' 4' 1/2" x 4" 128      Requires two 12' Drawbars
3086 8' 6' 1/2" x 4" 204

3-POINT LIFTABLE HARROWS - COMPLETE HARROW CARRIERS
R4-3P 4' 4' 1/2" x 4" 140 302P 3-Pt. Carriers for 4'x4' Harrow 70
R6-3P 6' 6' 1/2" x 4" 250 303P 3-Pt. Carriers for 6'x6' Harrow 96
R8-3P 8' 6' 1/2" x 4" 310 306P 3-Pt. Carriers for 8'x8' Harrow 105

  R12-3P 12' 8' 1/2" x 4" 678 10-102920 3-Pt. Carriers for 12'x8' Harrow 270

FEATURES:

 l 1/2" tooth design
 l Pasture renovation
 l Chemical incorporation
 l Seed bed preparation
 l Ball park maintenance
 l Race track maintenance
 l Snow grooming ski slopes
 l Landscaping preparations

1/2" SINGLE SIDED SERIES

MODELS WIDTH LENGTH TINES PULL CHAINS WEIGHT
CH-06 6' 79" 31 2 289
CH-08 8' 79" 48 2 397
CH-10 10' 79" 60 3 496
CH-12 12' 79" 72 3 595
CH-14 14' 79" 84 3 639
CH-16 16' 79" 96 3 694

FEATURES:

 l Drop forged cast star tines
 l Heavy-duty front and rear drawbars
 l 4-way flexibility
 l Renovates pasture
 l Distributes and pulverizes manure
 l Prepares seed bed
 l Levels mole and gopher mounds

CH SERIES



	 	Ideal for preparing seed beds and covering seed
 	Incorporating herbicides
 	Spreading manure
 	Renovating hay & pasture
 	Horse arena maintenance
 	Landscape applications

	 	Made from 1060 Hi-Carbon 5/8" steel
 	Teeth provided on both sides
 	3" teeth 45° for light harrowing action
 	3" teeth 15° for rigid harrowing action
 	Self-cleaning under most conditions
 	Drawbars built from 2-3/8" structural tubing

5/8" CHAIN HARROWS
FEATURES:

CHAIN 
HARROWS




