
Makes driving posts easy

DAKOTA DRIVER

Safely vibrates the posts into the ground

Can drive wood or steel posts,

12 Month Warranty

Plumb Bob Chain, Depth Gauge and Post Puller 
Chain for unwanted posts

Tools Available:  Dome Head (Standard), Flat Head, Concrete 
Chisel and Rock Spike

3/4” Heavy Duty quick attach plate

Easy to operate and rent

Tractor 3 Point MountOptional Auger Drive Optional Tilt



Model PD 1450 PD 1600 PD 1850
Operating Weight 315 lbs 1150 lbs 1325 lbs
Striking Frequency ( Blows per minute) 700-1200 bpm 500-900 bpm 400-800 bpm
Hydraulic Flow Required 5-8 gpm 11-18 gpm 13-24 gpm
Working Pressure 2000 PSI 2000 PSI 2200 PSI
Tool Diameter NA 2.7 inch 2.9 inch
Post Driving Tool  OD Diameter 3 1/2 or 5 1/2 8 inch 9 inch
Post Driving Tool  ID Diameter 2 1/2 or 4 1/2 7 1/8 inch 8 1/4 inch
Warranty 1 year 1 year 1 year

Options
Tilt for Power Cell Manual Tilt standard Hyd. / Optional Hyd. / Optional
Auger Drive NA Optional Optional
3 Point Mount NA Standard Hydraulic Standard Hydraulic
Tools
Dome Head Tool  ( Standard ) NA 7 1/8 (Standard) 8 1/4 Standard
Flat Head Tool 3 1/2 or 5 1/2 Yes Yes
Concrete Chisel Point Tool NA Yes Yes
Rock Spike Tool NA Yes Yes


