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See more Manure/Silage Grapples on Page 77

MODELS DESCRIPTION WEIGHT

M/S-60S

Manure / Silage Fork, 60" in width. 
Units features 8-forged cranked tines 
spaced 7" apart. Integrated mount to 
interface with "universal" Skid Steer 
mounting system.

225 lbs.

M/S-66S

Manure / Silage Fork, 66" in width. 
Units features 9-forged cranked tines 
spaced 7" apart. Integrated mount to 
interface with "universal" Skid Steer 
mounting system.

250 lbs.

M/S-72S

Manure / Silage Fork, 72" in width. 
Unit features 10-forged cranked tines  
spaced 7" apart. Integrated mount to 
interface with "universal" Skid Steer 
mounting system.

270 lbs.

M/S-50JD
Manure / Silage Fork, 50" in width. 
Unit features 7 forged cranked tines. 
Interfaces with JD200/300 Series 
Loaders.

185 lbs.

M/S-60JD
Manure / Silage Fork, 60" in width. 
Unit features 8 forged cranked tines. 
Interfaces with JD400/500 Series 
Loaders.

220 lbs.

M/S-66JD
Manure / Silage Fork 66" in width. 9 
forged cranked tines. Interfaces with 
JD400/500 Series Loaders.

245 lbs.

M/S-72JD
Manure / Silage Fork 72" in width. 10 
forged cranked tines. Interfaces with 
JD400/500 Series Loaders.

268 lbs.

M/S-60U
Universal Manure / Silage Fork, 60" 
width, 8 forged cranked tines. Op-
tional brackets for most quick attach 
system available.

185 lbs.

M/S-72U
Universal Manure / Silage Fork, 72" 
width, 10 forged cranked tines. Op-
tional brackets for most quick attach 
system available.

330 lbs.

MODELS DESCRIPTION WEIGHT

M/SG-60S

Manure / Silage Fork with upper 
grapple, 60" in width. Unit features 
8-forged cranked tines spaced 7" 
apart, 34" wide upper grapples, 
hoses with connect under pressure 
flat-faced couplers and integrated 
mount to interface with "universal" 
Skid Steer mounting system.

375 lbs.

M/SG-72S

Manure / Silage Fork with upper 
grapple, 72" in width. Unit features 
10-forged cranked tines spaced 
7" apart, 34" wide upper grapples, 
hoses with connect under pressure 
flat-faced couplers and integrated 
mount to interface with "universal" 
Skid Steer mounting system.

450 lbs.
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